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DESCRIPTION: 
 
Microcrete is a high quality cementitious colored 
materials,and high bonding overlay micro cement thin 
layer for many  kind of surfaces with variety 
finishing.It can be apply by trowel, brush,roll,or spray 
machine for walls,floors and ceiling surfaces.  
  
ADVANTAGES: 
 

▪ Microcrete is Fast and easy to use. It requires only 
addition of water in site prior to use. 

▪ Decorative coating offers multiple choices of 
finishing. 

▪ Can be applied on existing surfaces such as 
ceramic ,porcelain, tiles, cementitious terrazzo, 
masonry,plaster and concrete with low thickness 
(up to 1mm) over Aman Base Coat materials. 

▪ High adhesion. 
▪ No shrinkage cracks. 
▪ UV resistant 
▪ Can be used interior and exterior. Can be offered 

with a variety of colors. 
 
SHELF LIFE: 
 
Under normal conditions, and when kept dry, the shelf life of 
Microcrete, is 12 months from the manufacturing date, 
inventory should be rotated. 
 
PACKAGING: 
 
Microcrete is available in 20 kg/pail 
 
COVERAGE: 
 
Approximately 35-50sq. meter per 20 kg (Pail) depends 
on the required finish,application method and the 
substrate. 
 
 
 
 
 
 

  
APPLICATION: 
 

▪ The surfaces should be clean and free from 
dust,and lose particales. 

▪ Any cracks on the surfaces should be treated. 
▪ Apply two coats of Aman Base Coat with a 

fiberglass mesh in between.(For floor 
application) 

▪ For wall application on plaster apply one coat 
of Aman Base Coat. 

▪ Mix the materials with potable water  until it 
takes a uniform workable consistency 
resulting in a homogenous paste and free of 
lumps.  

▪ Leave the mix  for 5 minuts to stand then 
mix again throughly using a slow speed drill. 

▪ The water to powder mixing ratio depends 
on the application method.From 6 to 10 
liters Per Pail of  Top Crete can be used. 

▪ Apply 2 thin layers of the mixture by 
trowel. then after fully dry, lightly sand the 
surface with a sandpaper to remove the 
ridges or marks of trowel. 

▪ Clean the surface by brush  then apply a 
new coat of the mixture with good 
pressure by trowel. 

▪ it can be apply another layer if needed as 
a finish coat to obtain the desired look. 

▪ The last layer can be sanded after full 
drying  by the sandpaper to remove marks 
if not desired. 

▪ After 24 Hours, apply Aman Super Sealer 
to protect the surface against staining and 
absorption. 
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TECHNICAL PROPERTIES: 

 
Apperance Colored powder 

Dry Density 850 kg/ m³ 

Flexural Strength 1.91  N/mm² 

Bonding Strength 2.30  N/mm² 

Compressive  
Strength 

10.60  N/mm² 

Pot  life @ 25°C Approx.1 Hours 

 
 
GUARANTEE: 
 
The information given in based of knowledge and performance of 
the material. Every precaution took in the manufacturing of the 
product and the responsibility is limited to the quality of supplies, 
with no guarantee of results in the field, as AMANCRETE has no 
control over site conditions or execution of work. 
 
 
 
 

 
 


